
MONTAGEANLEITUNG
KENNZEICHENHALTER – MTP22465

DE
Vorbereitung:
• Originalen kennzeichenhalter Demontieren
•  Blinker (an ) und Kennzeichenbeleuchtung 

(an ) vom Original übernehmen und am 
neuen Kennzeichenhalter befestigen.

Montage:
•  Schraube inkl. Beilagscheibe von unten 

durch die Montagelatte des Kennzeichenhal-
ters führen, anschließend die Abstandshülse 

 aufsetzen. Kennzeichenhalter am Heck 
platzieren und von oben mit einer zweiten 
Beilagscheibe und der selbstsichernden Mut-
ter fixieren.
Das bedeutet, die Abstandshülse befindet 
sich zwischen Motorrad und Kennzeichen-
halter!

• An den vier markierten Stellen befestigen.

ENG
Preparation:
•  Dismantle the original licence plate holder.
•  Take over turn signals (at ) and license plate 

illumination (at ) from the original and at-
tach them to the new licence plate holder.

Mounting:
•  Insert bolt incl. washer  from below through 

the mounting plate of the licence plate holder, 
then fit spacer sleeve . Place the licence 
plate holder at the rear and fix it from above 
using a second washer and the self-locking 
nut .
This means that the spacer sleeve  is loca-
ted between the motorcycle and the licence 
plate holder!

•  Fasten at the four  marked points.
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markierten Stellen befestigen.


